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MARLAN® FLAME RETARDANT JACKET

Style: FJJ0304
Fabric: 460gsm MMM460 Viscose Flame Retardant (FR) / Polyamide

MarlanMarlan® is a permanently fire resistant fabric developed specially  is a permanently fire resistant fabric developed specially 
for protection against large aluminium splashes and cryolite, as for protection against large aluminium splashes and cryolite, as 
well as iron, steel and other molten metal splashes. The protection well as iron, steel and other molten metal splashes. The protection 
MarlanMarlan®® offers is inherent to the fabric, which means that the level  offers is inherent to the fabric, which means that the level 
of protection does not decrease with use. Even after subjecting the of protection does not decrease with use. Even after subjecting the 
fabric to many industrial wash cycles, its properties remain unaltered fabric to many industrial wash cycles, its properties remain unaltered 
throughout its useful life.throughout its useful life.

Garment Features

• Concealed front fastening jacket with heavy duty studs
• Two (2) lower internal pockets

Sizing: 92, 96, 100, 108, 112, 116, 124, 132, 140cm Chest

Colours Available

Specification and Standards

EN ISO 11612:2015 
A1, B1, C1, F1

Navy 

Type - Marlan® Flame Retardant Jacket |  Range - Molten Metal Protection

Uniform Uniform 
SupplierSupplier


